




Disposal operations No special disposal necessary. Dispose of in accordance 
with local authority requirements. Do not discharge into 
drains or water ways.

Disposal of packaging Dispose of as normal industrial waste according to local 
or national legislation.

14 - DISPOSAL CONSIDERATIONS

Persistence and degradability Not readily biodegradable.

Bio-accumulative potential No data available

Other adverse effects May harm aquatic organisms and their environment

13 - ECOLOGICAL INFORMATION

Routes  of exposure Refer to section 4 of SDS for routes of exposure and 
corresponding symptoms.

Acute toxicity None known.

12 - TOXICOLOGICAL INFORMATION

Stability Stable under normal conditions

Conditions to avoid Extremes of temperature.

Materials to avoid Strong oxidising agents. Strong acids.

Haz. Decomp. Products Oxides of carbon

11 - STABILITY AND REACTIVITY

State Putty

Colour Off white, Grey

Odour None

pH 8.0 – 9.0

Relative density 1.6

Melting point / melting range Material softens above 70˚C

Flash  point Not applicable
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Legal disclaimer The information provided in this safety data sheet is 
correct to the best of our knowledge, information and 
belief at the date of its publication. 
The information given is designed only as guidance for 
safe handling, use, processing, storage, transportation, 
disposal and release and is not considered a warranty 
or quality specification.
 The information relates only to the specific material 
designated and may not be valid for such material used 
in combination with any other materials or in any 
process unless specified in the text.

17 - ADDITIONAL INFORMATION

Hazard symbols No significant hazard

Note The regulatory information given above only indicates 
the principal regulations specifically applicable to the 
product described in the data sheet. The user’s 
attention is drawn to the possible existence of 
additional provisions which complete these regulations. 
Refer to all applicable national, international and local 
regulations or provisions. 

16 - REGULARITY INFORMATION

Transport hazards No regulations apply for the transport of this material. 
Not classified as hazardous for road, rail, sea or air 
transport.

ADR / RID

UN no.

Shipping name “NOT SUBJECT TO ADR”

IMDG / IMO

UN no.

IATA / ICAO

UN no.

15 - TRANSPORT
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